20010121.ba v03_n084.bam.20010121 


>From ???@??? Sun Jan 21 13:07:47 2001 -0600 

Date: Sun, 21 Jan 2001 13:05:31 CST 

From: Old Tube Radios <boatanchors@theporch. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3084 

Message-Id: <20010121202517 .60B975F4A@devel43.theporch. com> 


BOATANCHORS Digest 3084 
Topics covered in this issue include: 


1) Re: LESS IS MORE 
by Arden Allen <gumbear@pacbell.net> 
2) Weston Meters Wanted 
by "knepper" <knepper@lenzlink.net> 
3) Martin flying boat radios of WWII 
by jay_coward@agilent.com 
4) Re: Martin flying boat radios of WWII 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
5) "SAM" CD info? 
by "Sandy Blaize" <ebjr@i-55.com> 
6) Re: "SAM" CD info? 
by Joe Eide <jeide@execpc.com> 
7) Wanted: HRO-7 coils 
by Tom Smith <tsmith@hal-pc.org> 
8) How large a box...? 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
9) FS 2 Western Electric 275C, Octal base Relays 
by =?1Ss0-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
10) FCC's Collins collection 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
11) VF-1 Tamed! 
by "Christopher A.Bowne" <radiobwn@riconnect.com> 
12) RE: Afraid of Black Beauties? 
by "Christopher A.Bowne" <radiobwn@riconnect.com> 
13) Valiant Problem 
by "Gary Franklin" <franklin@net-link.net> 
14) Unusual Hallicrafters Items for Sale 
by Dave Hollander <davidh@getnet.com> 
15) Re: VF-1 Tamed!...super glue 
by Kd6b@aol.com 
16) Re: VF-1 Tamed! 
by Arden Allen <gumbear@pacbell.net> 
17) Re: Valiant Problem 
by Arden Allen <gumbear@pacbell.net> 
18) HQ-170A alignment 


by James Hanlon <knjhanlon@qwest.net> 
19) 3 cheers FCC's ULS 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
20) Re: HQ-170A alignment 
by thompson@mindspring.com 
21) Re: FCC's Collins collection 
by "Jay H. Miller" <jay@kk5im.com> 
22) CX Newsletter is out! 
by MODSTEPH@ACS.EKU.EDU 
23) ADMINISTRIVIA: Over Quoting 
by listown@nanniandjack.com (Mail List Owner) 


Date: Wed, 17 Jan 2001 18:32:02 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: LESS IS MORE 

To: Old Tube Radios <boatanchors@theporch. com> 
Message-id: <OQG7COOETY6V5GY@mta6.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


John! 


> And speaking of radios of the pre-WWII era... My "dream" set would be 

> table top type, any shape would be fine, wooden cabinet; BC & at least 2 
> SW bands; magic eye (of course!); tuned RF stage, 2 IF stages; 
rudimentary 

> tone control; not necessarily p-p AF output; reasonable performance & 

> construction quality. 


You are a messenger from....... someplace. That describes my BC-342 (the 
one I saved for for 40 years!). Following my SW-54 it will be my next 
project. Thankyou for the idea. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <007501c080fc$6fbO01ae0$02000003@knepper> 
From: "knepper" <knepper@lenzlink.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Weston Meters Wanted 
Date: Wed, 17 Jan 2001 22:12:04 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I am looking to buy those round style meters that were surface mounted. 
Used on the early Collins transmitters. 

Does anyone have any of these in the junk box. Looking for 100 ma or 
smaller movements. 


Thank you. 


David Knepper, W3ST 

Publisher of the Collins Journal 

Secretary to the Collins Radio Association 
http: //www.collinsra.com 

Sign-up for the mail list: go to www.qth.net 


Message-ID: <FEEBE78C8360D411ACFD00D0B7477971DE177B@xsj02.sjs.agilent.com> 
From: jay_coward@agilent.com 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Martin flying boat radios of WWII 
Date: Thu, 18 Jan 2001 08:01:55 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi Groups, 

Anybody know what radios and radars were on board the Martin "Mariner" and 
"Mars" flying boats of the WWII and later era?Any sources for info or 
pictures? 


Date: Thu, 18 Jan 2001 15:31:20 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200101182031.PAA05370@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Re: Martin flying boat radios of WWII 


Know Martin "Mariner" was equipped w. ASE radar in 1940. That was a 
licensed British design that ran @ 150 mhz & there was called A/SV (aircraft 
to surface vessel). Donzelli helped w. that. 


So-equipped Mariners flew out of NewFoundland in ‘41. 


ASEs got put on a few Catalinas & one was @ Midway 6/42 & found 

a supply convoy with it. Wing-mate "threw" a MkXIII torpedo @ a 8000 
ton tanker. Torpedo cartwheeled down deck & accidentally went off. 
MkXIII are the Navy's notorious dud fish of the period. 


Just read this in "Black Cats of the Pacific, 


Marty 


Message-Id: <200101182159 .PAAQ0390@exit1.i-55.com> 
From: "Sandy Blaize" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch. com> 
Subject: "SAM" CD info? 

Date: Thu, 18 Jan 2001 16:28:17 -0600 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Does anyone have the website address of the makers of the 
SAM-CD amateur callsign lookup CD. It's in 

Huntsville, AL I think. NOT QRZ.COM!! 

73, 

Sandy Blaize, W5TVW 

>From the heart of: Pumpkin Center, LA., USA 


Message-ID: <3A677FEA.9805C349@execpc.com> 
Date: Thu, 18 Jan 2001 17:44:42 -0600 
From: Joe Eide <jeide@execpc.com> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch. com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: "SAM" CD info? 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Sure, 
Try www.samcd.net or info@samcd.net 
. Joe - KBIR 
Sandy Blaize wrote: 
Does anyone have the website address of the makers of the 
SAM-CD amateur callsign lookup CD. It's in 
Huntsville, AL I think. NOT QRZ.COM!! 
713); 


Sandy Blaize, W5TVW 
>From the heart of: Pumpkin Center, LA., USA 


VV VV VV 


Message-ID: <3A67B5BE.776E9BA5@hal-pc.org> 
Date: Thu, 18 Jan 2001 21:34:23 -0600 

From: Tom Smith <tsmith@hal-pc.org> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Wanted: HRO-7 coils 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I am in need of HRO-7 coils E & F. I would sldo like to locate any of 
the HRO-7R coils (black wrinkle finish) in anything but "C". I have two 
of those. Any help out there?? 

Thanks! 

Tom N5AMA 


Message-ID: <3A685F18.66771F1E@lobo.net> 

Date: Fri, 19 Jan 2001 08:37:02 -0700 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: How large a box...? 

Content-Type: text/plain; charset=iso-8859-1; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 8bit 


Till get to the tubes in a bit. 


Tim sending a box of electronic éthis-and-thatsi to a ham friend in 
Spain (you may know him). Postal regulations require that the box weigh 
no more than 44 pounds and the length plus girth must not exceed 79 
inches, with the length no longer than 42 inches. 


I know about the weight limit from yesterdayis experience: it doesnit 
mean 44 pounds and .01 ounce. I had to cut open a box which weighed 45 
pounds and 15 ounces (thought I could bluf£ my way through), and remove 
sufficient items to make it absolutely weigh no more than 44 pounds. On 
my knees, knife in hand, with 15 pair of beady eyes (people in line 
behind me) on my neck, I murdered a beautiful tape job. But I finally 
made it under 44 pounds. 


The USPS is satisfied and the re-taped box is on the way. I pass by 
those waiting in line and they are still glaring at me, one even shaking 
her head. They simply do not know the sheer joy of opening a box filled 
with parts for the next fifty projects! Sea Mail will take 6-8 weeks to 
be delivered in Spain. 


So, be warned: if you ship overseas, USPS wonit budge an ounce! Not even 
.01 ounce. Their computer wonit let them. 


Now on to the dimensions (they never did measure the box): 


One of the items in the box was an SP 600 cover which measures about 16" 
x 17". Allowing an inch for styrofoam to line the box, the length 
becomes 19 inches (17 + 2) and one side is 18 inches (16+2). Therefore, 
other side must be no larger than 12 inches (79?19=60; 60?(2x18)=24; 
24/2=12). 


On the way home from the PO, I wondered about optimizing the volume of a 
box. This relates to how many components Jose could receive, many of 
which are tubes from some of you BAers (and so I finally made it to 
tubes). Today I was stuck with two dimensions and could not optimize 
(19x18x12=4104 cubic inches), but one day I might just want to use a box 
that holds the most and complies to the 79 inch requirement. 


For an example, a box 14x12x27=4535 cube, while another one 20x20x9.5 
has only 3800 cube. and both meet the 79 inch requirement. If one were 
shipping a lot of small things that fit in either box, the longer box 
would hold 20 percent more. 


Something to keep you busy : 


Question 1. What are the dimensions of a box of maximum volume with any 
dimensions (i.e., no SP600 cover to contend with) that meets the USPS 79 


inch length plus girth and 42 inch maximum length criteria? 


Question 2. Given the same constraint, maximize the volume of a box 
given one dimension-say 20 inches; what are its other dimensions? 
Realize that 20" may not be the length. 

If you care to, email me your answers and Iill compile them and post 
them anonymously and we wonit clog the reflector that way, because some 
people never send boxes to Spain or elsewhere, or just donit care. 
Cutoff date to me is next Wednesday, January 24th. 


Herb Rosenthal W5AN 
herbrose@lobo.net 


Message-ID: <0Q00501c08228$d88261e0$4395acce@biyhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS 2 Western Electric 275C, Octal base Relays 
Date: Fri, 19 Jan 2001 10:01:42 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Bonjour to All 

Came accross these two W.E. relays, octal bases, same shape 
as 6SK7 etc. 

Seems to be two codes under the "Electric", one is "226" and 
the other one is "326". 

No base diagram. 
Best offers. 
Andre 


Date: Fri, 19 Jan 2001 22:59:47 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200101200359.WAAQ7472@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: FCC's Collins collection 


Check banner at http://www.fcc.gov/wtb/amateur/ 


A KWM1 & 310 station control yet! 


Wonder who's 


Message-ID: <Q1CO082BE.1561C520@dia156.pm3-v90.mystic.riconnect.com> 
From: "Christopher A.Bowne" <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "'K3DZ@aol.com'" <K3DZ@aol.com> 

Subject: VF-1 Tamed! 

Date: Sat, 20 Jan 2001 08:50:42 -0500 


Just wanted to pass on a hint re curing frequency instability in the Heath 
VF-1 VFO. I have heard several of them (and have had two) which exhibited 
random frequency instability (erractic jumping, for the most part), which 
probably contributes to the preception that they are among the canine class 
of outboard VFOs. I have tried on many occasions to tame my current one, 
which appears well built and in mint condition, through the usual 
tightening of nuts and screws, cleaning of contacts on the band switch 
(usually seems the most likely culprit, based on behavior when switching) , 
etc. Lately mine has been very stable on the 7 Mc fundamental, but awful 
when using the 1.75+ Mc fundamental on 80 meters. 

Found and fixed the culprit this morning - the last turn of the 1.75 mc 
coil was basically adrift on the ceramic form between the rest of the 
winding and the terminal lug on the end toward the front of the unit. 

There was evidence that it once had been held down on the form by coil 
dope, which had dried out and flaked off over the years. Made of very fine 
litz wire, any slight movement was causing BIG frequency excursions. 

Temporaily secured it to the coil form with a small wrap of electricans 
tape and now the darn thing is mechanically very stable! Was embarassed to 
use it before, but very acceptable now. Will do a better job of securing 
the litz to the form with super glue vs tape, unless anyone thinks the 
super glue will not be a good thing to use on old litz wire.... 


73, 


Chris Bowne, AJ1G 
Stonington, CT 
radiobwn@riconnect.com 


Message-ID: <Q1C082C0O.0A1BCE20@dia156.pm3-v90.mystic.riconnect.com> 
From: "Christopher A.Bowne" <radiobwn@riconnect.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: Afraid of Black Beauties? 

Date: Sat, 20 Jan 2001 09:04:40 -0500 


$6400. SX-88's, $5500. SP-600's.... 


Has the world gone insane? 


How about $85,000 for a stereo Audio Phool Amplifier with a whopping 30W 
per channel output (10W at 20 cps) at only 5% THD? Uses a pair of 304TLs (1 
per channel, single ended class A), with 866 HV rectifiers. Looks pretty 
at least... 


http: //www.alumrocktech.com/ 


73, 


Chris Bowne, AJ1G 
Stonington, CT 
radiobwn@riconnect.com 


Message-ID: <0Q01501c082ed$793d62a0$e08e59cf@franklin> 
From: "Gary Franklin" <franklin@net-link.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Valiant Problem 
Date: Sat, 20 Jan 2001 09:29:59 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


I have a Valiant which I cannot properly resonate (dip the plate current and 
load) the final on the 40, 80, and 160 meter bands. The plate current on 
those bands runs about 380 mils and has a very slight dip as I tune the 
final but will not dip below about 360 mils. The Aux and Fine coupling 
controls seem to have no effect on resonance. Resonance (dip and load) on 
20,15 and 10 works great! 


Capacitors C38A,B,C,D and C39A,B,C,D have been replaced (by a previous 
owner) with new silver mica's in series. According to my calculations the 
schematic value for C39 is 330 mmfd and C38 is 150 mmfd. Again according to 
my calculations the replacement capacitors are equivalent to: C39 = 328 
mmfd and C38 = 151. Those values are pretty close to originals. Output 
coupling capacitors C41 and C42A,B,C appear to be original. 


Any ideas?? 


Gary, K8BKB 


Message-ID: <3A69A684.F4D11023@getnet.com> 


Date: Sat, 20 Jan 2001 14:53:57 +0000 

From: Dave Hollander <davidh@getnet.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Unusual Hallicrafters Items for Sale 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


I have the following three unusual Hallicrafters items for sale. Click 
on the links for pictures 


Hallicrafters S-38EM Receiver - This is the unit with the mahogany 
cabinet and fake gold trim. Nice shape, partially re-capped, and plays. 
Only negative is one incorrect knob - - $125 + shipping 


http://www. getnet.com/~davidh/s338em9. jpg 
http://www. getnet.com/~davidh/s38em. jpg 

http://www. getnet.com/~davidh/s38em3. jpg 
http://www. getnet.com/~davidh/s38em2. jpg 


Hallicrafters ATCL-7 Atom Clock Radio - Unusual white clock radio from 
early 50's. Radio is in nice shape and has the back cover . Clock and 
radio work but radio needs new electrolytics due to hum. Missing power 
cord which is like a cheater cord. This is the same cord used with most 
boom boxes. 

-- $75 + shipping 


http://www. getnet.com/~davidh/halliclock. jpg 
http://www. getnet.com/~davidh/halliclock2. jpg 


Hallicrafters CRX-100 Portamon VHF Receiver - This is a solid state 
portable monitor radio that covers 27-50 MHz. The unit runs off of a 9 
volt battery and has a telescoping whip antenna. The CRX-100 was built 
by Hallicrafters from 1967-1969. This unit works great. Picked up 
signals on 10 meter AM, Citizens Band and some low band VHF signals 
while standing out in the yard! - $60 + shipping 


http://www. getnet.com/~davidh/crx1002. jpg 

http://www. getnet.com/~davidh/crx100. jpg 

Prices do not include shipping. You can check my Ebay feedback if you 
like. My user id is: davidh@getnet.com 


73 and tnx for looking, 


Dave N7RK 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Dave N7RK - Webmaster CADXA 
Phoenix, Arizona *xDXCC Honor Rollx *xWAZ#23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


E-Mail: davidh@getnet.com Home Page: http://www.getnet.com/~davidh 


Visit the Central Arizona DX Association Home page - http://cadxa.org 


From: Kd6b@aol.com 

Message-ID: <62.b2aba8e.279b2187@aol . com> 
Date: Sat, 20 Jan 2001 12:14:47 EST 

Subject: Re: VF-1 Tamed!...super glue 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Gang 

I used super glue to secure the litz wire bank-wound coils on a WWII Japanese 
receiver. The coils were starting to come apart and the windings were quite 
fragile. Super Glue has very low viscosity and immediately wet the entire 
coil. It dries slowly in such an application. An easy fix with good results. 
Ken Lakin 


Date: Sat, 20 Jan 2001 09:16:02 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: VF-1 Tamed! 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "'K3DZ@aol.com'" <K3DZ@aol.com> 

Message-id: <QG7HOOH3P14DGD@mta5.snfic21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Chris; 


I've had my trials with my VF-1. Its windings are secure but the final 
solution was removing and disassembling and the tuning cap and reasembling 
it so that the wipers were working properly. I also replaced the ceramic 
trimmers with air trimmers. Use polystyrene coil dope or at least clear 
nail polish to fix the loose winding. If you need to do adjustments later 
on a coil you can easily dissolve the cement with acetone, lacquer thinner, 
toluene, naptha, MEK, etc. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


> From: Christopher A.Bowne <radiobwn@riconnect.com> 
> To: Old Tube Radios <boatanchors@theporch.com> 

> Cc: 'K3DZ@aol.com' 

> Subject: VF-1 Tamed! 

> Date: Saturday, January 20, 2001 5:50 AM 

> 
> 


Just wanted to pass on a hint re curing frequency instability in the 
Heath 
> VF-1 VFO. I have heard several of them (and have had two) which 
exhibited 
> random frequency instability (erractic jumping, for the most part), which 


> probably contributes to the preception that they are among the canine 
class 
> of outboard VFOs. I have tried on many occasions to tame my current one, 


> which appears well built and in mint condition, through the usual 
> tightening of nuts and screws, cleaning of contacts on the band switch 
> (usually seems the most likely culprit, based on behavior when switching) 


> etc. Lately mine has been very stable on the 7 Mc fundamental, but awful 


> when using the 1.75+ Mc fundamental on 80 meters. 

> Found and fixed the culprit this morning - the last turn of the 1.75 mc 
> coil was basically adrift on the ceramic form between the rest of the 

> winding and the terminal lug on the end toward the front of the unit. 

> There was evidence that it once had been held down on the form by coil 


> dope, which had dried out and flaked off over the years. Made of very 
fine 

> litz wire, any slight movement was causing BIG frequency excursions. 

> Temporaily secured it to the coil form with a small wrap of electricans 
> tape and now the darn thing is mechanically very stable! Was embarassed 
to 

> use it before, but very acceptable now. Will do a better job of securing 


> the litz to the form with super glue vs tape, unless anyone thinks the 


super glue will not be a good thing to use on old litz wire.... 
73, 
Chris Bowne, AJ1G 


Stonington, CT 
radiobwn@riconnect.com 


VV VV VV MV 


Date: Sat, 20 Jan 2001 09:23:03 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Valiant Problem 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QG7HOOJ2H1G2DE@mta5.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi again Chris; 


> I have a Valiant which I cannot properly resonate (dip the plate current 
and 
> load) the final on the 40, 80, and 160 meter bands. .......... 


Look for shorts between windings in the plate choke (the one that delivers 
high voltage to the plates). You cannot get a good dip because the plate 
circuit is seeing a low impedance. Which means that it is trying to 
deliver power to a resistive load. It can't get much power to the load 
because of the impedance mismatch so most of the power is lost in the 
finals (lots of heat). If it's the plate choke you may see discolored 
windings due to the shorted sections being heated. Let us know. 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <3A69D714.A9CCFC9F@qwest.net> 
Date: Sat, 20 Jan 2001 11:21:08 -0700 

From: James Hanlon <knjhanlon@qwest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HQ-170A alignment 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I have my HQ-170A out on the work bench for a sprucing-up 
prior to the Classic Exchange. Liberal amounts of DeOxit 
seem to have improved the working of the bandswitch, 
selectivity switches, RF and AF gain controls, and antenna 


trimmer. 


Are the IF alignment instructions as given in the Hammarlund 
manual correct? I seem to remember that something was wrong 
with them. If so, is there someplace I can go to get better 
instructions? 


Thanks, 


Jim, W8KGI 


Date: Sat, 20 Jan 2001 16:25:03 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200101202125 .QAA08707@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: sars-refl@g10.com 

Subject: 3 cheers FCC's ULS 


That's the web-based Universal Licensing System. 


It just allowed change of call for a memorial club station. First 
digital attempt, fouth attempt overall. 


"Times table" 


1. Change rejected because no TIN (taxpayer ID #). No place for it on 
form in '98, but it had just gone into effect. 


TIN obtained via 'fone & 


2. Change rejected using old form & TIN "write-in." TIN provided 
given in dupe to another club too. 


Unique TIN gotten & 

3. Change rejected using old form again with "write-in" TIN. This 
time incorrect form declared and 31 page form set returned. The 
same form-set when a broadcaster changes calls soliciting community 
reaction to new call, tribal-land slur possibilities, and on and on. 
Gave up for a year 


4. Realizing field day mere 5 months off, went at it again using ULS 


Success in minutes!!! 


Hats off to Chairman Wm. Kennard who retired w. Pres. WJC yesterday 
KG4DSS is now W4RRW. Look for us running 3A lo power on FD 
W4RRW was Tommy Atkerson's call - son of Ack Radio's founder. 


And that explains why I was poking around at www.fcc.gov/amateur 
last night. 


From: thompson@mindspring.com 

Message-ID: <005a01c0832c$6eaff980$635a56d1@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HQ-170A alignment 

Date: Sat, 20 Jan 2001 17:00:41 -0500 


I have been involved with aligning two HQ170A's (HQ170A and HQ170A-VHF) and 
in both cases the alignment for 180 to 6 was best done 

following the alignment in the older HQ170 manual. 

73 Dave K4JRB 


> I have my HQ-170A out on the work bench for a sprucing-up 

> prior to the Classic Exchange. Liberal amounts of DeOxit 

> seem to have improved the working of the bandswitch, 

> selectivity switches, RF and AF gain controls, and antenna 

> trimmer. 

> 

> Are the IF alignment instructions as given in the Hammarlund 
> manual correct? I seem to remember that something was wrong 
> with them. If so, is there someplace I can go to get better 
> instructions? 

> 

> Thanks, 

> 

> Jim, W8KGI 

> 


Mime-Version: 1.0 

Message-Id: <p05010400b68£d5825£55@[199 .34.24.245]> 

Date: Sat, 20 Jan 2001 18:06:44 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Jay H. Miller" <jay@kk5im.com> 

Subject: Re: FCC's Collins collection 

Cc: boatanchors@theporch.com 

Content-Type: text/plain; charset="iso-8859-1" ; format="flowed" 
Content-Transfer-Encoding: quoted-printable 


>Check banner at http://www.fcc.gov/wtb/amateur/ 
> 

>A KWM1 & 310 station control yet! 

> 

>Wonder who's 


I hesitate to answer but since you asked... 


Back in October I received an e-mail from the FCC's webmaster asking 
permission to use a few images from my website 

(http: //www.kk5im.com)on their Amateur Radio Service page which was 
being redesigned. They sent me a JPG file of a proposed "page flag" 
which included an image from my station (on the left) as well as one 
from Butch Schartau's (KOBS) (on the right). Butch and I told them 
"yes" and "thanks for the honor." 

The point to all of this simple: ALL of the radios shown on the FCC's 
new amateur site page flags are COLLINS RADIOS (yeah, the Heath scope 
is in a Collins cabinet)!! Not a riceburner in sight! Now how's that 
for an official U.S. government sanction of vintage radios! 


No digital..... No computers.... No satellite.... No Yaesu.... No Kenwood 


73 
KKKKKAKKKKA JayOkkSim.com xkxkkkKkKKKKKK 
Jay H. Miller, KK5IM 32=BO AASR Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
A Pictorial History of Collins Amateur Radios 
NRA * ARRL * AMI#846 * DXCC x S.A.S.S. #34,692 
NEW Website: http://www.kk5im.com 
xxk*k*xx Proud to be 100% Macintosh since 1984! xx*xxx 


Date: Sun, 21 Jan 2001 00:30:11 -0500 (EST) 
From: MODSTEPH@ACS.EKU.EDU 

Subject: CX Newsletter is out! 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <Q1JZ5DVZOFCYOOOFWW@ACS.EKU.EDU> 
MIME-version: 1.0 

Content-type: TEXT/PLAIN; CHARSET=us-ascii 


Gang: 


Just in time (since the next "CX" - Classic Radio Exchange - 
is just a couple weeks off) the Winter 2001 Classic Radio Exchange 


Newsletter has gone to press (so to speak). I have sent e-mail 
versions in four parts to all those who sent in e-mail reports 
or who had e-mailed requests for the newsletter. 


Those who wrote (thank you!) and sent the two-ounce SASE's 
should be getting their copies in the mail next week. 


I encourage all of you to share the info - forward the 
e-mail ones, copy the others and hand out at radio clubs, etc. 
to help keep the event alive, and thru it save and restore a 
few more BA's. 


I'll send out e-mail copies of the newsletter to others 
who request it, or send the hard copy to anyone who sends me 
a two-ounce SASE. My address: 

Allan Stephens 
106 Bob-O-Link Drive 
Richmond, KY 40475 


And I hope to work many of you during "CX," the first 
Sunday in February. 


73, Al N5AIT 


Message-Id: <200101211915.f0LJFOiP26048@o0sr506.nanniandjack.com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Over Quoting 

Date: Sun, 21 Jan 2001 11:15:00 -0800 (PST) 


Gang- 


Apparently the gentle nudge and suggestion approach to the issue of 
improving the quality of posts to the BoatAnchors list, and maintaining 
our excellent (and high) signal to noise ratio is falling on DEAF EYES! 


PLEASE READ THIS AND SAVE IT BECAUSE IT IS IMPORTANT!!! 


The list culture is to include only those portions of a prior post 
that are required to maintain the context of your comments. We have 
always tried to reduce the amount of "chaf" on the list, and this 
is one good way. 


In private mail between you, a subscriber, and me, as list manager, 
I really don't care one way or the other, but when posting to the list, 
there are at least two issues of concern: 


1) the increased bandwidth from including extra text. 
With the trial subscriptions and full members, the number of copies 
of each post mailed out change the impact of each extra word so that 
each single character becomes 1,000 characters of mail! 


2) by not editing out included text, it sends a not at all subtle 
message to the list, that the poster considers his/her own time 
required to merely swipe his mouse across the text and tap the delete 
key, to be more valuable than the collective time and energy of the 
600-700 readers on the list... not exactly a "positive" message! ;%) 


This isn't rocket science... you place the pointer at the top of the 
message you are including xparts* of, and click-drag to where you need 
to include, and then hit the backspace or delete key... painless, 
easy, quick, and very helpful to the list. 


PLEASE begin to pay attention to this... those who consistently can not be 
bothered to be considerate of the list will forfiet posting privileges 
and risk not being invited back for membership. 


Treat the list as a symposium. In such an environment, with 600 others 
attending who have paid to be there, it is unlikely you would repeat 
someone else's portion of a conversation in its entirety as part of 
your own remarks... it would become very tedious, very quickly, if you 
did... especially if you repeated even the closing signature block of 
the previous message. 


Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet. 


73 
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Sun Jan 21 11:15:00 PST 2001 


End of BOATANCHORS Digest 3084 
KKKKKKKKKKKKKKK KEKE AK 


